
 

 

INSTRUCTIONS FOR ALL PRODUCTS IN THE VINTAGE COLLECTION 
PRODUCT SHEET 

 

Thank you for choosing Gazzotti parquet. Please carefully read and follow the indications given below. 
 

Products 
• All products are 2-layer parquet, i.e. they consist of a layer of natural wood and a stabilizing wood support joined together with D4 

vinyl glue. 
• All products comply with standard EN 14342. The technical characteristics foreseen by the standard are marked on the external 

packaging. 
• All products have a oiled effect, satin finish obtained through an ecologic micro-pore treatment on natural oil and acrylic resin 

basis, which gives maximum security for the working and living environment. 
• Some products are brushed in order to obtain a naturally worn surface effect, which gives an even more personalized character to 

the wood. 
• Following the tradition of old parquet flooring, the product is selected like in old times to give a real and natural appearance. 

Depending on the wood species, Gazzotti foresees two selections, Feeling and Emotion, which are according to the provisions of 
the EN 13489 standard (appendix B, principles for the classification of free classes), free surface appearance classes (see table at the 
end of this document). 

• Products of the Plancia 10, Tavola 10, Trio 10 and XXLarge versions are micro-bevelled on the 4 edges in order to enhance their 
important dimension. 

• Some products are made from oak with an appropriately pigmented surface. The shades may vary due to the different reactions of 
the wood type extracts and the different degree of absorption of the wood. The fitter needs to take this in account, in order to 
guarantee the best distribution of the planks with a good visual result. 

• The EcoNat products have a particular surface treatment which makes the wood visibly and tangibly similar to untreated raw 
wood. The rough surface, which however diminishes during time, is unique and made on purpose in order to achieve a very 
natural product. 

 
Information on installation 

• Products must be stored in a dry place with their packaging intact. Packaging must only be removed at the time of laying, which 
must be carried out after door and window frames have been installed and wall plaster is completely dry. 

• At the time of laying, environmental humidity must be between 45% and 60% and the temperature no lower than 10°C. 
• All products of the versions 10, Large 10, XLarge Plancia 10 Lab must be glued on cement foundations or on existing floorings as 

long as they are compact and suitable. They are not suitable for floating laying. The glue must be spread correctly on the flooring 
foundation, not on the sides and heads of the product. For the Plancia 10, Tavola 10, Trio 10 and XXLarge versions you can choose 
gluing down or floating laying: in the second case, the specific PU underlay must be inserted between the product and the 
subfloor and the planks are to be glued together along the long sides.  

• During laying, all the excess glue should be removed before it dries, using a clean cloth without spirits and solvents. 
• All products are finished and do not need any further surface treatment (the use of Anti Age Gazzotti is foreseen at the moment of 

laying in case of necessity to restore the original shine of your parquet). They are ready for use 24 hours after laying. 
• A general rule is to apply a moisture barrier/blocker before the installation of the screed in order to protect the wood flooring from 

possible humidity coming from the ground.  
• The moisture content of the concrete must not exceed 2% in weight for normal or quick-drying cement foundations, 1.7% in case 

of underfloor heating systems, 0.5% for anhydrite foundations and 0.2% for anhydrite foundations on underfloor heating systems. 
The humidity must be checked using a carbide hygrometer immediately prior to laying. 

• Make sure that suitable wood types and formats are used for bathrooms, kitchens and in case of underfloor heating/cooling 
systems. 

• When laying on foundations with underfloor heating/cooling systems, make sure that the system complies with regulations, that 
the elements are covered by at least 3 cm of foundation, that the maximum temperature of the parquet surface is not more than 
24°C while the underfloor heating system is running and that the heating is started up gradually according to the indications 
foreseen for laying parquet. 

• Further information on laying is contained in specific guidelines on installation of wood floors published by Edilegno/Federlegno 
Arredo. 

• In the event of evident visible defects, complaints of any type will not be accepted if the product has already been laid. The use or 
transfer of the material by the purchaser constitutes acceptance of the goods and recognition that they conform to those ordered. 
If any defects become evident during laying, the purchaser should discontinue the operation and report the defect within 8 days. 
Failure to respect this term will lead to the guarantee being rendered void. 

• For a visual evaluation, the installed flooring needs to be observed in a standing position with diffused natural light coming from 
the back. In case of missing natural light, also artificial light is ok as long as scattered. For the evaluation or localization of surface 
defects, you may not use artificial spot light directly oriented onto the floor.   

 
Information on wood types 

• As wood is a natural material, colour and grain differences mean that no two elements are identical. When supplied, the flooring 
can also appear quite different to the samples. Since wood is also variegated, its appearance changes according to the visual angle. 
Samples and photographs are therefore intended as indications and nonbinding examples only. 

• For Thermic products the noble wood is treated thermically at very high temperatures. The colour tends to get lighter through 
contact with sunlight. 

• In the case of Doussié, when the wood comes into contact with the light, considerable colour differences may appear in elements 
that were originally identical. 

• At the time of laying, Teak has natural colour differences and marks that tend to disappear on exposure to the light. 
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• Certain types of wood, mainly Iroko, Doussié, Wengé, may contain mineral concretions with shades that range from white to lemon 
yellow that tend to become more evident during oxidation of the wood. 

• For Oak, some elements may have shinier streaks known as “mirroring”. 
• Doussié, Iroko, Teak Asia and Thermic products are the types of wood most suitable for use in bathrooms and kitchens and in case 

of underfloor heating/cooling systems. 
• The floor can be marked by blows or falling objects, the application of loads concentrated on small surfaces, such as 

stiletto heels, ladders, chairs with unsuitable castors, etc., or small objects such as tacks or stones embedded in the soles of 
shoes. The surface varnish has protective properties but is unable to prevent the abovementioned damage. 

• Single strips with eventual damages can be substituted: we suggest keeping an adequate stock of the employed production batch. 
At the moment of substitution the new strip is going to show a different colour shade than the others, but this is going to uniform 
during time.  

 
Information on care and maintenance 

• After laying, suitable climatic conditions must be maintained. This means ambient temperature between 18°C and 22°C and air 
humidity between 45% and 60%. Air humidity outside the 45% - 60% range may lead to the appearance of cracks between the 
strips, micro-fractures, separation of the natural wood layer from the stabilizing wood support and swelling. 

• The temperature of the parquet surface on underfloor heating systems must not be more than 24°C for reasons of dimensional 
stability of the wood and the wellbeing of the inhabitants. At the same time, the surface temperature on underfloor cooling 
systems must not be inferior to 15°C. 

• It is therefore indispensable to ensure that the right climatic conditions are maintained even in unused rooms. 
• Damp rising from the flooring foundation or flooding can cause irreversible damages to wooden flooring. 
• Colour differences caused by the presence of rugs or other objects tend to disappear when the flooring is exposed to the light. 
• The use of spirits, solvents, acid, bleach or scotch tape can cause irreparable damage to the finish. Since the surface is microporous, 

an excess of water or the use of a steam cleaner or similar can also damage the flooring. Clean the floor with a well wrung out 
damp cloth, using just water or water and Cleaning, Gazzotti’s neutral flooring detergent. For instructions see www.gazzotti.it, 
sections Maintenance Collection Vintage or Maintenance Collection My Vintage. 

• If necessary, the original shine of the flooring can be restored by using Anti Age, the specific Gazzotti product for extraordinary 
maintenance of Vintage or My Vintage floors. 

• If there are scratches or deep abrasions on the floor, it is necessary to use Oil Repair, the specific product for touching small areas. 
• In case of scratches or abrasions on coloured floors, use Color Repair. It is to be applied locally and to be chosen in the colour tone 

of your flooring. 
• In case of maintenance using other products can cause irreparable damage to the finish.  

 
For any requirement in terms of fire resistance, make reference to the packing labels with all indication as for CE marking. 

 
Gazzotti SpA guarantees its products within the laws enacted.  
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